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Multi-Sensor (water / air / vaccum)

https.//ehle-hd.com/en/product/multi-sensor-water-air-vaccum/

The external digital multisensor can be used for
measurements from -0.5 - 1 bar with water, air overpressure
and vacuum. It is connected directly to the sealing pad by
means of a GEKA-connector.

Features

Special features:

e measurement range (absolte): 0.5 up to 2.0 bar

e up to 1.0 bar over pressure with AIR PIT units

o GEKA-connector directly to the test plug

e because of digital test result no measuring faultsduring the transmission
¢ A/D-converter: integrated, 16 bit (65536 digits)

e resolution: <0.02 mbar (technic)

e failing linear: max. 0.2% FS (@25°C)

e 5 m robust, oil-resistant connecting cable (IP65)

page 1

You @ Ehle-HD Entwicklungs- und Vertriebsgesellschaft mbH Telefon: +49 (0) 34 292 . 654 - 20
. GewerbestraBe 2 Telefax: +49 (0) 34 292 . 654 - 21

D-04827 Machern OT Gerichshain Email: service@ehle-hd.com www.ehle-hd.com



https://ehle-hd.com/en/product/multi-sensor-water-air-vaccum/
https://www.facebook.com/EhleHDGmbH/
https://www.youtube.com/channel/UCdoRbvbkg2hEZz5SY3eUjPw
https://www.instagram.com/ehlehd_kanaltechnik/

ehle -

DATASHEET

Attributes
Image SKU Productname Attributes LxWxH & Weight
S2004174 Multi-Sensor (water / air / vacuum)  measuring range: -0.5 to 1 bar (-7.25 300 x 400 x 110 mm
to 14.5 psi) 180
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