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Picote Cyclone PVC - smooth chains
https://ehle-hd.com/en/product/picote-cyclone-pvc-chains/

The Picote Cyclone PVC chains without carbide tips are ideal

for final cleaning, as they are precisely adapted to the inner

pipe diameter and thus precisely restore the pipe to its almost

original state.

Cyclone chains remain centered in the pipe by using

centrifugal force. This offers additional protection when

descaling cracked or damaged pipes.

Features

Used for high-speed drain cleaning, removing blockages, descaling and small roots

chains without carbide or carbide tips

for sensitive pipes made of plastic, copper and stoneware

https://ehle-hd.com/en/product/picote-cyclone-pvc-chains/
https://www.facebook.com/EhleHDGmbH/
https://www.youtube.com/channel/UCdoRbvbkg2hEZz5SY3eUjPw
https://www.instagram.com/ehlehd_kanaltechnik/
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Attributes

Image SKU Productname Attributes LxWxH & Weight

P1381084070P Picote Cyclone PVC chain 70/8 -
smooth chain

shaft typ: 8 mm
work range: DN 70

70 × 70 × 30 mm
0.10

P1381084100P Picote Cyclone PVC chain 100/8 -
smooth chain

shaft typ: 8 mm
work range: DN 100

100 × 100 × 30 mm
0.2

P1381084125P Picote Cyclone PVC chain 125/8 -
smooth chain

shaft typ: 8 mm
work range: DN 125

125 × 125 × 30 mm
0.25

P1381105070P Picote Cyclone PVC chain 70/10 -
smooth chain

shaft typ: 10 mm
work range: DN 70

70 × 70 × 30 mm
0.10

P1381105100P Picote Cyclone PVC chain 100/10 -
smooth chain

shaft typ: 10 mm
work range: DN 100

100 × 100 × 30 mm
0.2

P1381105125P Picote Cyclone PVC chain 125/10 -
smooth chain

shaft typ: 10 mm
work range: DN 125

125 × 125 × 30 mm
0.25

P1381105150P Picote Cyclone PVC chain 150/10 -
smooth chain

shaft typ: 10 mm
work range: DN 150

150 × 150 × 30 mm
0.30

https://www.facebook.com/EhleHDGmbH/
https://www.youtube.com/channel/UCdoRbvbkg2hEZz5SY3eUjPw
https://www.instagram.com/ehlehd_kanaltechnik/
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P1381125070P Picote Cyclone PVC chain 70/12 -
smooth chain

shaft typ: 12 mm
work range: DN 70

70 × 70 × 30 mm
0.10

P1381125100P Picote Cyclone PVC chain 100/12 -
smooth chain

shaft typ: 12 mm
work range: DN 100

100 × 100 × 30 mm
0.20

P1381125125P Picote Cyclone PVC chain 125/12 -
smooth chain

shaft typ: 12 mm
work range: DN 125

125 × 125 × 30 mm
0.25

P1381125150P Picote Cyclone PVC chain 150/12 -
smooth chain

shaft typ: 12 mm
work range: DN 150

150 × 150 × 30 mm
0.30

P1381125200P Picote Cyclone PVC chain 200/12 -
smooth chain

shaft typ: 12 mm
work range: DN 200

200 × 200 × 30 mm
0.40
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