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Remote Transmitters (33 kHz)
https://ehle-hd.com/en/product/remote-transmitter-33-khz/

The Remote Transmitters (33 kHz) are battery operated, self-

sufficient probes of different diameters, lengths, and tracking

depths suitable for a wide choice of applications.

Features

MPL9 - Micro position transmitter:

Locating frequency: 33 kHz

Depth: up to max. 5.7 m depth

Connection: M6 external thread / M5 internal thread

Batteries: 1x lithium battery 3V - CR/BR535

Battery life: approx. 6h

Protection class: IP68 / IK08

Max. pressure tightness: 10 bar

Dimensions (ØxL): 9 x 138

Scope of delivery: probe, battery compartment with M12 internal thread, battery compartment with

M10 external and M6 internal thread, 3.6 V lithium battery LS14250, plastic storage box SB18 and quick

start guide

 

D18 - Position transmitter:

Locating frequency: 33 kHz

Depth: up to max. 4.5 m depth

Connection: M12 external thread / M10 internal thread

Batteries: 2x SR44 button cells or 1x CR-1/3N

Battery life: approx. 10h

Protection class: IP68 / IK08

Max. pressure tightness: 6 bar

https://ehle-hd.com/en/product/remote-transmitter-33-khz/
https://www.facebook.com/EhleHDGmbH/
https://www.youtube.com/channel/UCdoRbvbkg2hEZz5SY3eUjPw
https://www.instagram.com/ehlehd_kanaltechnik/
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Dimensions (ØxL): 18.5 x 92

Scope of delivery: Probe and battery

 

PL18-33 - Position transmitter:

Locating frequency: 33 kHz

Depth: up to max. 10 m depth

Connection: M12 external thread / M10 internal thread

Batteries: 1x LS14250

Battery life: approx. 20h

Protection class: IP68 / IK08

Max. pressure tightness: 10 bar Pressure tightness: 10 bar

Dimensions (ØxL): 18 x 85 mm

Scope of delivery: Probe, battery compartment with M6 internal thread, battery compartment with M5

internal thread, 3.0 V lithium battery BR535 (2 pieces), plastic storage box SB9, quick guide

 

D64 - Position transmitter:

Locating frequency: 33 kHz

Depth: up to max. 8 m depth

Connection: M12 external thread

Batteries: 1x 9V block

Battery life: approx. 15h

Protection class: IP68 / IK08

Max. pressure tightness: 6 bar

Dimensions (ØxL): 64 x 180 mm

Scope of delivery: Probe and battery

https://www.facebook.com/EhleHDGmbH/
https://www.youtube.com/channel/UCdoRbvbkg2hEZz5SY3eUjPw
https://www.instagram.com/ehlehd_kanaltechnik/
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Attributes

Image SKU Productname Attributes LxWxH & Weight

2004423 MPL9 Micro Remote Transmitter
(33kHz)

frequency: 33 kHz
locating: up to 5.7 m depth
diameter: 9 mm

138 × 9 × 9 mm
0.15

2004414 D18 Remote Transmitter (33kHz) frequency: 33 kHz
locating: up to 4.5 m depth
diameter: 18.5 mm

63 × 18 × 18 mm
0.10

2004422 PL18 Remote Transmitter (33kHz) frequency: 33 kHz
locating: up to 10 m depth
diameter: 18 mm

92 × 18 × 18 mm
0.20

2004415 D64 Remote Transmitter (33kHz) frequency: 33 kHz
locating: up to 8 m depth
diameter: 64 mm

186 × 64 × 64 mm
0.20
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