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Standard cables with core

https.//ehle-hd.com/en/product/standard-cables-with-core/

The standard sectional cable with core and T-Coupling is
designed for use in areas with heavy contamination.

et e e e e e o Wl WU WML Its black plastics core is highly resistant against temperature
LT, TR T T T T T e T T OO Y and climate and prevents that the cable is loaded with Clogged

material, e.g. dirt or residuals of textile or cellulose blockages.

Features

with black plastics core to prevent clogging the cable
with T-Coupling

for universal cleaning work

very flexible for narrow or several consecutive sheets
perfect for shorter distances
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Attributes
Image SKU Productname Attributes LxWxH & Weight
14216012 standard cable with core @ 16 cable typ: 16 mm 500 x 500 x 40 mm
length.2 m 120
material strength: 3.0 mm
VR W
14222115 standard cable with core @ 22 cable typ: 22 mm 500 x 500 x 60 mMm
length: 4 m 2.4
material strength: 4.5 mm
VR
14232115 standard cable with core @ 32 cable typ: 32 mm 500 x 500 x 60 mMm
length: 4 m 2.70
material strength: 5.0 mm
VAT
14216002 separating key for sectional cable cable typ: 16 mm 22 mm 32 mm 100 x 9 x 9 mm
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