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Tiger Original - carbide chains

https.//ehle-hd.com/en/product/tiger-original-carbide-chains/

Tiger Original carbide chains bridge the gap between Picote
Standard Original chains and Premium Original chains. Extra-
hard, highly durable carbide teeth with a lighter chain material
are a gentle, lightweight yet extremely durable option for
cleaning stoneware, concrete and cast iron pipes and
removing roots, scale and blockages.

Features

e Used for high-speed drain cleaning, removing blockages, descaling, and smaller roots
e Chains with extra-hard carbide or carbide tips

* Lighter chain material compared to Picote Original Standard chains

e Suitable for cast iron pipes
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Attributes
Image SKU Productname Attributes LxWxH & Weight
P1380084050V Tiger Original carbide chain 50/8 shaft typ: 8 mm 70 x 20 x 20 mm
work range: DN 50 0.50
P1380084070V Tiger Original carbide chain 70/8 shaft typ: 8 mm Q0 x 20 x 20 MM
work range: DN 70 0.60
P1380084100V Tiger Original carbide chain 100/8 shaft typ: 8 mm 130 x 40 x 40 mm
work range: DN 100 0.70
P1380084150V Tiger Original carbide chain 150/8 shaft typ: 8 mm 170 x 40 x 40 mm
work range: DN 150 0.80
P1380105050V Tiger Original carbide chain 50/10 shaft typ: 10 mm 70 x 20 x 20 mMm
work range: DN 50 0.50
P1380105070V Tiger Original carbide chain 70/10 shaft typ: 10 mm Q0 x 40 x 40 mMm
work range: DN 70 0.60
P1380105100V Tiger Original carbide chain 100/10  shaft typ: 10 mm 130 x 40 x 40 mm

page 2

work range: DN 100

0.70

00E

Ehle-HD Entwicklungs- und Vertriebsgesellschaft mbH

GewerbestraBe 2

D-04827 Machern OT Gerichshain

Telefon: +49 (0) 34 292 . 654 - 20
Telefax: +49 (0) 34 292 . 654 - 21
Email: service@ehle-hd.com

www.ehle-hd.com


https://www.facebook.com/EhleHDGmbH/
https://www.youtube.com/channel/UCdoRbvbkg2hEZz5SY3eUjPw
https://www.instagram.com/ehlehd_kanaltechnik/

DATASHEET

page 3

P1380105150V

P1380105200V

P1380125070V

P1380125100V

P1380125150V

P1380125200V

P1380125225V

Tiger Original carbide chain 150/10

Tiger Original carbide chain 200/10

Tiger Original carbide chain 70/12

Tiger Original carbide chain 100/12

Tiger Original carbide chain 150/12

Tiger Original carbide chain 200/12

Tiger Original carbide chain 250/12

shaft typ: 10 mm
work range: DN 125 - 150

shaft typ: 10 mm
work range: DN 200

shaft typ: 122 mm
work range: DN 70

shaft typ: 12 mm
work range: DN 100

shaft typ: 12 mm
work range: DN 125 - 150

shaft typ: 122 mm
work range: DN 200

shaft typ: 122 mm
work range: DN 225-250
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170 x 40 x 40 mm
0.80

170 x 40 x 40 mm
1.00

QO x 40 x 40 mMm
0.60

130 x 40 x 40 mm
0.70

170 x 40 x 40 mm
0.80

250 x 40 x 40 mm
1.20

250 x 40 x 40 mm
140
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